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WARNING
Potential Ignition Source
This product is NOT approved for use in
hazardous/flammable areas, e.g.
engine rooms.

WARNING
Product Installation
This equiptment must be installed and
operated in accordance with Green
Marine's instructions provided. Failure
to do so could result in poor product
performance, personal injury, and/or
damage to your boat.
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WARNING
Navigation Aid
When this product is used within a
navigation system, it is only an AID to
navigation. The accuracy of this product
can be affected by many factors,
including equipment failure or defects,
environmental conditions, and improper
use. It is the user's responsibility to
exercise common prudence and
navigational judgements. Always check
your position against all available aids to
navigation for the safety of your boat
and crew.

WARNING
Electrical Safety
Make sure you have set the boat's
power supply to OFF before you start
installing this product.
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IMPORTANT INFORMATION
EMC conformance
All Green Marine products and accessories are designed to the best industry standards
for use in the mari ne environment. The design and manufacture of Green Marine
products and accessories conform to the appropriate ElectroMagnetic Compatibility
(EMC) standards, but correct installation is required to ensure that performance is not
compromised.

Waste Electrical and Electronic Equipment Directive

The Waste Electrical and Electronic Equipment (WEEE) Directive requires the recycling
of waste electrical and electronic equipment. While the WEEE Directive does not apply
to some of Green Marine's products, we support its policy and ask you to be aware of how
to dispose of our products.
The crossed out garbage bin symbol, illustrated above, and found on our products
signifies that this product should not be disposed of in general waste or landfill facilities.
Please contact the marine electronics dealer you purchased this product from,
or Green Marine customer support for information on product disposal.

Restriction of the use of certain Hazardous Substances

Green Marine products use components that comply wi th the requirements of the
restriction of the use of certain Hazardous Substances (RoHS) Directive 2002/95/ EC.

Warranty
To register your new Green Marine product, please go to:

www.greenmarinemonitors.com
It is important that you complete the owner information to receive full warranty
benefits, including notification of software updates if they are required.
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Packing List
Before installation, please ensure the following items have been shipped:
z
1 x Bridge Command Multi Monitor Controller
z
4 x Mounting brackets with screws
z
1 x Power Cable
z
1 x RS-232 cable (1 to 6)
z
1 x Printed Flush Mount Template
z
1 x Printed User Manual
If any of these items should be missing or damaged,
please contact your dealer
摡浡来搠灬敡獥潮瑡捴⁹潵爠摥慬敲
or sales representative immediately.
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1.0 CONTROL AND FEATURES
The Bridge Command controller has the following controls and features:

Front View

Monitor Selection Buttons

Monitor Function Buttons

Brightness Control Knob

NOTE: The Power Button (PWR) does not control AWM series monitors. AWM series monitors
need to be powered on and off with the power button located on the front of the monitor.

Back View

Power Connector

RS-232 Cable Connector

NOTE: Do not over tighten the power connector. It should only be turned untill snug.
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2.0 INSTALLATION
It is important that your new controller is installed and operated in accordance with the
instructions provided in this manual. Failure to do so could result in poor product
performance and may invalidate your warranty.
When planning the installation the following points must be considered:
* You will be controlling the ''on screen'' functions of your AWM series or Bridge Command monitors.
Therefore, each monitor to be controlled needs to be easily viewed from the location of the controller.
Most often this position will be in the center of the monitors.
* The controller should be installed in an area where there is proper and adequate ventilation.
Allow for clearence of RS-232 cable (min. 5 inches from rear of controller)

IMPORTANT: Your Bridge Command controller is only waterproof from the front. To maintain
watertight integrity, the controller must be flush mounted ensuring that the rear casing
is enclosed in a watertight enclosure.

PANEL (Flush) MOUNT
For installation, there is a pair of mounting slots on both top corners and both bottom corners
of the controller. The mounting hardware packet is included with the product accessories in the
shipping box. This packet includes four (4) mounting clips and (4) mounting screws.

Mounting Clip with Screw

Mounting Slots
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Preparing the installation site
1. Select an installation site that has sufficient space behind it for cable connections
and ventilation.
2. Tape the supplied flush mount template in the required position.
3. Using a jigsaw, carefully remove the shaded portion of the template.
4. Using a suitable file, smooth the edges of the opening.

Installing the controller

1. Carefully insert the controller into the opening so the gasket on the backside
of the bezel edge lays flat against the front edge of the cut out.
IMPORTANT: The gasket must lay flat against the cut out edge to ensure watertight
integrity.

™
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2. Place the mounting bracket lugs into the keyways and move them to the rear, securing
the bracket to the controller.

3. Using a suitable screwdriver, tighten the mounting bracket screws to secure the
controller in position and compress the gasket.

IMPORTANT: Do not over tighten the mounting screws or gasket can deform and loose
waterproof integrity.
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3.0 CONNECTIONS
Power Connection
The power connection to the controller should be made at either the output of the battery
isolator switch, or at a DC power distribution panel. Green Marine recommends that power is
fed directly to the controller via its own dedicated cable system and MUST be protected by
a thermal circuit breaker or fuse fitted close to the power connection. If you do not
have a thermal circuit breaker or fuse in your power circuit, you MUST fit an in-line
breaker or fuse to the positive (red) lead of the power cable.
IMPORTANT
Please follow the wiring diagram on the back of the controller for correct
connection of wiring.

Power Connector

Wiring Diagram

RS-232 Cable Connector

RS-232 Cable Connection
The command and OSD (on screen display) function connection is a large single RS-232 connector
that plugs into the back of the controller.
This single RS-232 connector then splits into (6) cables with a small RS-232 connector at each end.
Each of the (6) RS-232 connectors has a number label next to the connector as in the picture below.
Connectivity to a Bridge Command or AWM-series monitor is as simple as plugging one of these
small RS-232 connectors into the coresponding connector on the back of the monitor.
Example: If the number 3 connector is plugged into a monitor, then the number 3 button
on the front of the controller will now select that monitor for function control.

Connector Number Label
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Typical Installation Diagram

RS-232

RS-232

RS-232

Remarks: The installation diagram above is only for reference and will differ
for different kinds of applications.
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4.0 OSD AND FUNCTION OPERATIONS

(Remarks: Picture-In-Picture function is not available for AWM-1200 and AWM-1500 models)

Introduction
The Bridge Command Controller is designed to control up to (6) Bridge Command or AWM series monitors.
Brightness, function keys, and OSD (on screen display) can all be controlled with this unit.

and

Using the Display Select Buttons

Each of the 1-6 buttons on the left side of the controller are used to select the coresponding
monitor (the one with the matching number on the RS-232 cable) for function or OSD control.
Example: To change to a different signal input on monitor (3), press the (3) button and then the
signal button on the right side of the controller.
The ALL button is used when you want all monitors to be controlled simultaneously.
Example: To place all monitors in NIGHT MODE, press the ALL button and then the NIGHT
Mode button.

Using the Dimming Knob (Potentiometer)
The dimming knob is used to adjust the screen brightness from full (50) brightness to black (0).
Turn knob clockwise to increase brightness and counter clockwise to decrease brightness.
NOTE: If brightness on multiple monitors gets out of sync (some are brighter than others), press
the ALL button and then turn the dimming knob to full brightness or black to sync all monitors back up.
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Using the Display Function Buttons
Each of the (7) buttons on the right side of the controller are used to control specific
functions of the monitor or access the OSD (on screen display).
Please see the chart below to see the function of each button and their coresponding button
on the front of a AWM series monitor.
NOTE: When using the Bridge Command controller with AWM series monitors, either the buttons
on the controller or the buttons on the front of the monitor my be used. However, a choice
must be made between the controller dimming knob and the dimming knob on the front of each
AWM series monitor. Only one dimming option will work at a time and this option is set in the OSD.

Controller

AWM Series

Description
Power Button
(This button does not control AWM Series)

Night Mode
Signal Input Selection
Picture-In-Picture
(Not available on AWM-1200 and AWM-1500)

Right Arrow and Up
Menu for OSD Functions
Left Arrow and Down

FOR COMPLETE OSD AND CONTROL FUNCTIONS PLEASE REFERENCE THE OSD OPERATIONS
SECTION OF THE BRIDGE COMMAND OR AWM MONITOR USER MANUAL
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5.0 TECHNICAL SPECIFICATIONS

Mechanical
IP Rating

Facial waterproof to IP65 standards when
console mounted.

Construction

Rugged Aluminum Alloy Chassis

Mounting

Panel (Flush) mount

Dimension

421.9(w)x375.5(H)x56(D) mm
7.3(w)x4.0(H)x1.6(D) inches

Net Weight

1.2 lbs. / .054 kgs

Power
Voltage

Operates on 12V and 24V systems

Power Consumption

9W / .75A (12V)

Environmental
Operating Temperature

-10°C~60°C

Non-Operating Temperature

-20°C~60°C

Certification

Designed to meet FCC Class A,
Designed to meet EN60945
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6.0 MAINTENAINCE
Precautions
To maximize the life and safe use of your controller, always be sure to follow the warnings,
precautions and maintenance recommendations in this user manual.

Maintenance
High Voltage
W A R N IN G !

The controller unit contains high voltages.
01. To reduce the risk of electric shock, do not remove the cover or back.
There are no user-serviceable parts inside.

Cleaning the touch pad

CAUTION!

Cleaning Touch Pad
DO NOT use acid, ammonia based or abrasive products. Use only soft
cloth moistened with isopropyl alcohol to clean touchpad.

Cleaning the metal case
1. Use a soft cloth moistened with mild detergent, isopropyl alcohol, or window cleaners
to clean the metal display housing
.

2. If necessary use isopropyl alcohol or a mild detergent to remove grease marks and fingerprints.
3. Never use abrasive cleaners, waxes or solvents to clean the unit or powder coat finish
could be damaged
Disconnecting the power supply
To disconnect the display from the boat’s power supply either;
• Isolate the power cable from the main supply, or,
• Remove the power connector from the rear of the monitor.
The power button on the front of the monitor changes the operating mode; it does
not provide complete protection in an emergency
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